6200

NOTES

1. For reinforcement details, see
Standard Drawing 609-RCBA-03
for square RCBAs and Standard
Drawing 609-RCBA-04 for skewed RCBAs.

(2) 250 if design year AADT < 1000
300 if design year AADT > 1000

3. All reinforcing bars shall be epoxy coated.

#13

Bridge Mudwall

150 Dense Graded Subbase

10-Y82Yd-609

Asphalt pavement section

All Dimension are in mm unless otherwise specfied

INDIANA DEPARTMENT OF TRANSPORTATION

REINFORCED CONCRETE
BRIDGE APPROACH FOR USE
WITH ASPHALT PVMT.
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20-6

NOTES

1. For reinforcement details, see
Standard Drawing E 609-RCBA-03
for square RCBAs and Standard
Drawing E 609-RCBA-04 for skewed RCBAs.

(2) 10" if design year AADT < 1000
12" if design year AADT > 1000

3. All reinforcing bars shall be epoxy coated.

#491

2

45° max.
. -
Bridge Mudwall :

6" Dense Graded Subbase

10-VE0yd-609 3

Asphalt pavement section

INDIANA DEPARTMENT OF TRANSPORTATION

REINFORCED CONCRETE
BRIDGE APPROACH FOR USE
WITH ASPHALT PVMT.
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